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1.05

2.02

A1 LIGHT, TYP. SEE
LIGHTING PLAN.

A2 LIGHT, TYP.
SEE LIGHTING
PLAN.

4.02

4.02

4.02

EXISTING SIDEWALK AND STREETSCAPE, TYP.

EXISTING CHAIN LINK FENCE AT NORTH PROPERTY LINE TO BE
REMOVED WITH PERMISSION OF ADJACENT PROPERTY OWNER

5.08
2.04

4.03

WEST STAIR
ENCLOSURE,

SEE ARCH
DWGS

4.03

UTILITY VAULT, TYP.
SEE CIVIL DRAWINGS
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PROPOSED TREE, TYP.
SEE PLANTING PLAN

A3 LIGHT, TYP.
SEE LIGHTING PLAN
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PLAN.
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BIKE RACKS: 6 ADDITIONAL RACKS
PROVIDE 12 TEMP. BIKE PARKING FOR

THEATER PATRONS AT A RATIO OF
1:40 SEATS

BIKE RACKS: 12 RACKS PROVIDE
24 TEMP. BIKE PARKING SPACES
FOR 450 PROJECTED STUDENTS
AT A 1:20 RATIO PER SECTION
27.64.262

ADA CURB CUT,
TYP. , SEE CIVIL

DWGS

1.06

  MATERIALS SCHEDULE

  1.00 PAVING

NO. SYMB. ITEM DESCRIPTION

PEDESTRIAN PAVING TYPE I

CIP, INTEGRALLY COLORED CONCRETE PAVING

W/ SAWCUT JOINTS AND SAND BLAST FINISH  (COLOR A)

PEDESTRIAN PAVING TYPE II

CIP, INTEGRALLY COLORED CONCRETE PAVING

 W/ SAWCUT JOINTS AND SAND BLAST FINISH  (COLOR B)

PEDESTRIAN PAVING TYPE III STABILIZED DECOMPOSED GRANITE

VEHICULAR PAVING TYPE I
VEHICULAR ASPHALT PAVING, SEE CIVIL DWGS

VEHICULAR PAVING TYPE II

HIGHLY TEXTURED, HIGH CONTRAST COLOR, TRAFFIC CALMING PAVING,

MATERIAL T.B.D.

DETECTABLE WARNING PAVERS

12”X12”X2” TRUNCATED DOME PAVER, COLOR: CHARCOAL,

BY STEPSTONE, INC.

CONCRETE CURB AT DROPOFF PLAZA

CIP, INTEGRALLY COLORED CONCRETE CURB

W/ SAND BLAST FINISH  (COLOR B), SEE CIVIL DWGS

SLOT DRAIN ACO MINIKLASSIK DRAIN WITH K50 PERFORATED STAINLESS STEEL GRATE

SPLASH PAD

4"X4"X4" GRANITE SETTS SPACED 5" O.C. ARRANGED IN 11X11 SKEWED

GRID, INFILL WITH 

1

2

" CRUSHED BLACK BASALT

  2.00 FENCES

ARCHITECTURAL FENCE

10' CUSTOM GALVANIZED STEEL FINS WITH CROSS-WIRES, WITH CUSTOM

GATE TBD

PERIMETER FENCE
6' TALL OMEGA II ELITE FENCE, SEE DETAILS

GREEN SCREEN
6' TALL OMEGA II ECO FENCE, SEE DETIALS

SOUTH DELAWARE STREET ENTRY

GATE

METAL VEHICULAR GATE  WITH AUTOMATED OPERATION AND MANUALLY

OPERATED PEDESTRIAN GATE, SEE DETAILS

28TH STREET VEHICULAR GATE
METAL VEHICULAR GATE WITH AUTOMATED OPERATION, SEE DETAILS

PEDESTRIAN EMERGENCY EXIT

EMERGENCY EXIT GATE WITH PANIC BAR LOCK RELEASE ON  INTERIOR

SIDE OF FENCE, SEE DETAILS

  3.00  METALS

HANDRAIL STEEL TUBING W/ STEEL FLAT BAR SUPPORTS

CORTEN RETAINING WALL

CONCRETE RETAINING WALL ON STRUCTURAL SLAB BELOW WITH 

1

2

"

CORTEN STEEL PLAT ON EXPOSED FACES

DISPLAY KIOSK AND SEATING

GALVANIZED STEEL STRUCTURE W/ ADJUSTABLE MOUNTING HARDWARE

FOR INTERNALLY LIT DISPLAY CASES AND INTEGRATED SEATING

WATER RUNNEL STEEL PERFORATED GRATE OVER STEEL TRAY

LANDSCAPE EDGE

1

4

" POWDER COATED GALVANIZED STEEL,

PAINTED BLACK, DURAEDGE OR SIMILAR

  4.00 WALLS

CONCRETE SEATWALL INTEGRALLY COLORED CONCRETE

LOW CONCRETE RETAINING WALL SEE CIVIL DRAWINGS

TALL CONCRETE RETAINING WALL SEE CIVIL DRAWINGS

CONCRETE PLANTER WALL
INTEGRALLY COLORED CONCRETE, 3' TALL MAX

  5.00 SITE FURNISHINGS

CUSTOM WOOD BENCH

STRAIGHT 18" RECLAIMED REDWOOD OR CEDAR SLAB W/ GALVANIZED

STEEL SUPPORTS

CUSTOM WOOD BENCH W/

LINEAR LED LIGHT

STRAIGHT 18" RECLAIMED REDWOOD OR CEDAR SLAB W/ GALVANIZED

STEEL SUPPORTS AND RECESSED LINEAR LED LIGHT (A4 LIGHT)

CUSTOM CURVED WOOD BENCH W/

LINEAR LED LIGHT

CURVED 18" RECLAIMED REDWOOD OR CEDAR SLAB W/ GALVANIZED

STEEL SUPPORTS AND RECESSED LINEAR LED LIGHT (A4 LIGHT)

BOULDERS

CUSTOM SELECTED BOULDERS FROM AMERICAN SOIL AND STONE,

SIZES VARY - 3'X2'X2'H MIN TO 5'X4'X3'H MAX

MOVABLE SEATS

LOLL DESIGNS FLAT ADIRONDACK CHAIR,

COLOR TBD

STREET FURNITURE
EXTASI BY ESCOFET, COLOR TBD

BIKE RACKS SPACED AT 60" O.C.

SEE PLAN FOR LOCATION AND QTY.

HOOP RACK HEAVY DUTY BIKE RACK, IN GROUND MOUNT,

BLACK POWDER COAT FINISH, BY DERO BIKE RACK, INC. 415 425 7562

GATE INTERCOM

DUAL INTERCOM FOR MANUAL PEDESTRIAN GATE ACCESS AND

AUTOMATED VEHICULAR GATE ACCESS, DETAILS TBD

 6.00 MISCELLANEOUS

AD AREA DRAIN SEE CIVIL DWGS

CB CATCH BASIN SEE CIVIL DWGS

  7.00 PLANTING

PA PLANTING AREA SEE PLANTING PLAN
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LANDSCAPE ARCHITECTURE
2325 Third Street #210
San Francisco CA 94107
415.503.0060
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  PLANT SCHEDULE

TREES AND SHRUBS

KEY. SYMB. SPECIES COMMON NAME NOTES AREA

PA TBD TBD

ASSUME 1 GAL PLANTS, 12" O.C.;

PROVIDE IRRIGATION AND DRAINAGE;

2" WOOD MULCH COVER

555 SF

  MATERIALS SCHEDULE

PAVING

NO. SYMB. ITEM DESCRIPTION

PEDESTAL PAVER A

24"X24"X2" PEDESTAL-SUPPORTED

PRECAST CONCRETE SLAB PAVERS,

COLOR A

PEDESTAL PAVER B

24"X24"X2" PEDESTAL-SUPPORTED

PRECAST CONCRETE SLAB PAVERS,

COLOR B

PEDESTAL PAVER C

22"X24"X2" PEDESTAL-SUPPORTED

PRECAST CONCRETE SLAB PAVERS,

COLOR C

WOOD DECK SEE ARCH DWGS

SITE FURNISHINGS

CUSTOM WOOD BENCH

W/ LINEAR LED LIGHT

12" X 18" RECLAIMED REDWOOD OR

CEDAR SLAB W/ GALVANIZED STEEL

SUPPORTS AND RECESSED LINEAR LED

LIGHT (A4 LIGHT)

PLANTER
4'X4'X3' PLANTER, SEE SPECS

A6 LIGHT

BUILDING MOUNTED LIGHT, TYPE A6, SEE

LIGHTING SPECS AND ELECTRICAL DWGS.
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5.10

1.11

1.12

1.13

5.02

5.11

LEDDY MAYTUM STACY

ARCHITECTS

677 HARRISON STREET

SAN FRANCISCO,  CA  94107

T    415 495 1700

F    415 495 1717

W   www.lmsarch.com

ANDREA COCHRAN
LANDSCAPE ARCHITECTURE
2325 Third Street #210
San Francisco CA 94107
415.503.0060

DESCRIPTIONDATE
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NO.

1

SPAR08.07.122

SPAR10.05.123

8' 0 8' 16'

NOTE:
1. 90% OF ALL PLANT MATERIAL, EXCEPT ALLOWABLE TURF GRASS AND

ANUUALS, WILL BE DROUGHT TOLERANT PER THE CITY DEFINITION.
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ADA RAMP,
SEE CIVIL DWGS

EXISTING MULTI-USE PATH
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SITE LIGHTING NOTES

1. SITE LIGHTING WILL PROVIDE ADEQUATE ILLUMINATION FOR CIRCULATION,
SECURITY, AND EXITING, WITH MINIMUM LIGHT TRESPASS AND SKY GLOW.  ALL
LIGHT FIXTURES WILL BE FULL-CUTOFF TYPE WITH NO OUTPUT ABOVE HORIZONTAL,
EXCEPT A FEW SMALL LED UPLIGHTS FOR TREES IN THE MAIN ENTRY PLAZA.

2. THE LIGHTING WILL MEET THE REQUIREMENTS OF THE CITY OF SAN MATEO
SECURITY CODE, SECTION 23.54.060 - EXTERIOR SECURITY LIGHTING.  IN ADDITION
TO THE SITE LIGHTING SHOWN, THERE WILL BE A LIGHT AT EVERY EXTERIOR DOOR.

3. SITE LIGHTING LEVELS WILL BE DETERMINED USING ILLUMINATING ENGINEERING
SOCIETY RECOMMENDED PRACTICES.

4. THE LIGHTING WILL PRODUCE CODE-COMPLIANT EXIT PATH ILLUMINATION UNDER
NORMAL AND EMERGENCY CONDITIONS.

5. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL BUILDING MOUNTED LIGHTS.

SITE LIGHTING SCHEDULE
SEE LIGHTING SCHEDULE IN ELECTRICAL DWGS

SYMBOL IMAGE DESCRIPTION LIGHT SOURCE

FULL-CUTOFF
DRIVEWAY LIGHT ON
12-FT. POLE

CERAMIC METAL
HALIDE, 70 W

PLAZA POLE LIGHT,
BAY MEADOWS
STANDARD,
"KASTRUP" BY LOUIS
POULSEN TO MATCH
EXISTING FIXTURES

CERAMIC METAL
HALIDE, 150 W

UNDER-BENCH
LIGHT, CONTINUOUS

LED

STEP LIGHT WITH NO
OUTPUT ABOVE
HORIZONTAL

LED

A1

KEY

A2

A3

A4

A32

A33

FEATURE POLE
LIGHT, WITH CUTOFF

METAL HALIDE

BOLLARD LIGHT
32.5" HEIGHT FOR
PATH LIGHTING,
WITH CUTOFF

METAL HALIDE
15' O.C.

20' 0 20' 40'

LEDDY MAYTUM STACY ARCHITECTS

677 HARRISON STREET
SAN FRANCISCO,  CA  94107
T    415 495 1700
F    415 495 1717
W   www.lmsarch.com

ANDREA COCHRAN
LANDSCAPE ARCHITECTURE
2325 Third Street #210
San Francisco CA 94107
415.503.0060
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BLDG OVERHANG
ABOVE, TYP. SEE
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EXISTING
STREETSCAPE, TYP

PROPERTY LINE, TYP

OVERHEAD
COILING GATE,

SEE ARCHITECTS
DWGS

LANDSCAPE LIMIT OF WORK
AT BACK OF PATH, TYP.

PROPERTY LINE, TYP

EXISTING SIDEWALK
AND STREETSCAPE, TYP
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EXISTING MULTI-USE PATH

A3
A3

A3

A3

A3

A3

A32

A1

A2

A4

A3

A3

A4

A32

A2

SITE LIGHTING NOTES

1. SITE LIGHTING WILL PROVIDE ADEQUATE ILLUMINATION FOR CIRCULATION,
SECURITY, AND EXITING, WITH MINIMUM LIGHT TRESPASS AND SKY GLOW.  ALL
LIGHT FIXTURES WILL BE FULL-CUTOFF TYPE WITH NO OUTPUT ABOVE HORIZONTAL,
EXCEPT A FEW SMALL LED UPLIGHTS FOR TREES IN THE MAIN ENTRY PLAZA.

2. THE LIGHTING WILL MEET THE REQUIREMENTS OF THE CITY OF SAN MATEO
SECURITY CODE, SECTION 23.54.060 - EXTERIOR SECURITY LIGHTING.  IN ADDITION
TO THE SITE LIGHTING SHOWN, THERE WILL BE A LIGHT AT EVERY EXTERIOR DOOR.

3. SITE LIGHTING LEVELS WILL BE DETERMINED USING ILLUMINATING ENGINEERING
SOCIETY RECOMMENDED PRACTICES.

4. THE LIGHTING WILL PRODUCE CODE-COMPLIANT EXIT PATH ILLUMINATION UNDER
NORMAL AND EMERGENCY CONDITIONS.

5. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL BUILDING MOUNTED LIGHTS.

SITE LIGHTING SCHEDULE
SEE LIGHTING SCHEDULE IN ELECTRICAL DWGS

SYMBOL IMAGE DESCRIPTION LIGHT SOURCE

FULL-CUTOFF
DRIVEWAY LIGHT ON
12-FT. POLE

CERAMIC METAL
HALIDE, 70 W

PLAZA POLE LIGHT,
BAY MEADOWS
STANDARD

CERAMIC METAL
HALIDE, 150 W

UNDER-BENCH
LIGHT, CONTINUOUS

LED

STEP LIGHT WITH NO
OUTPUT ABOVE
HORIZONTAL

LED

A1

KEY

A2

A3

A4

A32

A33

FEATURE POLE
LIGHT, WITH CUTOFF

METAL HALIDE

BOLLARD LIGHT
32.5" HEIGHT FOR
PATH LIGHTING,
WITH CUTOFF

METAL HALIDE
15' O.C.
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SITE LIGHTING NOTES

1. SITE LIGHTING WILL PROVIDE ADEQUATE ILLUMINATION FOR CIRCULATION,
SECURITY, AND EXITING, WITH MINIMUM LIGHT TRESPASS AND SKY GLOW.  ALL
LIGHT FIXTURES WILL BE FULL-CUTOFF TYPE WITH NO OUTPUT ABOVE HORIZONTAL,
EXCEPT A FEW SMALL LED UPLIGHTS FOR TREES IN THE MAIN ENTRY PLAZA.

2. THE LIGHTING WILL MEET THE REQUIREMENTS OF THE CITY OF SAN MATEO
SECURITY CODE, SECTION 23.54.060 - EXTERIOR SECURITY LIGHTING.  IN ADDITION
TO THE SITE LIGHTING SHOWN, THERE WILL BE A LIGHT AT EVERY EXTERIOR DOOR.

3. SITE LIGHTING LEVELS WILL BE DETERMINED USING ILLUMINATING ENGINEERING
SOCIETY RECOMMENDED PRACTICES.

4. THE LIGHTING WILL PRODUCE CODE-COMPLIANT EXIT PATH ILLUMINATION UNDER
NORMAL AND EMERGENCY CONDITIONS.

5. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL BUILDING MOUNTED LIGHTS.

SITE LIGHTING SCHEDULE
SEE LIGHTING SCHEDULE IN ELECTRICAL DWGS

SYMBOL IMAGE DESCRIPTION LIGHT SOURCE

FULL-CUTOFF
DRIVEWAY LIGHT ON
12-FT. POLE

CERAMIC METAL
HALIDE, 70 W

PLAZA POLE LIGHT,
BAY MEADOWS
STANDARD,
"KASTRUP" BY LOUIS
POULSEN TO MATCH
EXISTING FIXTURES

CERAMIC METAL
HALIDE, 150 W

UNDER-BENCH
LIGHT, CONTINUOUS

LED

STEP LIGHT WITH NO
OUTPUT ABOVE
HORIZONTAL

LED

A1

KEY

A2

A3

A4

A32

A33

FEATURE POLE
LIGHT, WITH CUTOFF

METAL HALIDE

BOLLARD LIGHT
32.5" HEIGHT FOR
PATH LIGHTING,
WITH CUTOFF

METAL HALIDE
15' O.C.

20' 0 20' 40'

LEDDY MAYTUM STACY ARCHITECTS

677 HARRISON STREET
SAN FRANCISCO,  CA  94107
T    415 495 1700
F    415 495 1717
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2325 Third Street #210
San Francisco CA 94107
415.503.0060
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STREETSCAPE, TYP

EXISTING
STREETSCAPE, TYP

OVERHEAD
COILING GATE,

SEE ARCHITECTS
DWGS
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EXISTING SIDEWALK
AND STREETSCAPE, TYP
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ADA RAMP,
SEE CIVIL DWGS

EXISTING MULTI-USE PATH

A32
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5

11
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117
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114

A33

A32

A2

SITE LIGHTING NOTES

1. SITE LIGHTING WILL PROVIDE ADEQUATE ILLUMINATION FOR CIRCULATION,
SECURITY, AND EXITING, WITH MINIMUM LIGHT TRESPASS AND SKY GLOW.  ALL
LIGHT FIXTURES WILL BE FULL-CUTOFF TYPE WITH NO OUTPUT ABOVE HORIZONTAL,
EXCEPT A FEW SMALL LED UPLIGHTS FOR TREES IN THE MAIN ENTRY PLAZA.

2. THE LIGHTING WILL MEET THE REQUIREMENTS OF THE CITY OF SAN MATEO
SECURITY CODE, SECTION 23.54.060 - EXTERIOR SECURITY LIGHTING.  IN ADDITION
TO THE SITE LIGHTING SHOWN, THERE WILL BE A LIGHT AT EVERY EXTERIOR DOOR.

3. SITE LIGHTING LEVELS WILL BE DETERMINED USING ILLUMINATING ENGINEERING
SOCIETY RECOMMENDED PRACTICES.

4. THE LIGHTING WILL PRODUCE CODE-COMPLIANT EXIT PATH ILLUMINATION UNDER
NORMAL AND EMERGENCY CONDITIONS.

5. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL BUILDING MOUNTED LIGHTS.

SITE LIGHTING SCHEDULE
SEE LIGHTING SCHEDULE IN ELECTRICAL DWGS

SYMBOL IMAGE DESCRIPTION LIGHT SOURCE

FULL-CUTOFF
DRIVEWAY LIGHT ON
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HALIDE, 70 W

PLAZA POLE LIGHT,
BAY MEADOWS
STANDARD,
"KASTRUP" BY LOUIS
POULSEN TO MATCH
EXISTING FIXTURES

CERAMIC METAL
HALIDE, 150 W

UNDER-BENCH
LIGHT, CONTINUOUS

LED

STEP LIGHT WITH NO
OUTPUT ABOVE
HORIZONTAL

LED

A1

KEY

A2

A3

A4

A32

A33

FEATURE POLE
LIGHT, WITH CUTOFF

METAL HALIDE

BOLLARD LIGHT
32.5" HEIGHT FOR
PATH LIGHTING,
WITH CUTOFF

METAL HALIDE
15' O.C.
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VINE FOR GREEN SCREEN
590 SF

VINE FOR GREEN SCREEN
1,845 SF

BIOFILTRATION
PLANTING A
165 SF

BIOFILTRATION
PLANTING A
320 SF

BIOFILTRATION
PLANTING B

2,990 SF

BIOFILTRATION PLANTING A, TYP
2,490 SF TOTAL

NATIVE MEADOW SOD, TYP
20 SF AT EACH TREE WELL

BIOFILTRATION
PLANTING A
750 SF

BLDG OVERHANG
ABOVE, TYP. SEE

ARCH DWGS.

BIOFILTRATION PLANTING A, TYP
100 SF

LIMIT OF
BLDG BELOW
GRADE, TYP

BLDG OVERHANG
ABOVE, TYP. SEE
ARCH DWGS.

EXISTING MULTI-USE PATH

EXISTING
STREETSCAPE, TYP

EXISTING MULTI-USE PATH

PROPERTY LINE, TYP

LIMIT OF
BLDG BELOW
GRADE, TYP

BLDG OVERHANG
ABOVE, TYP. SEE
ARCH DWGS.

BLDG OVERHANG
ABOVE, TYP. SEE
ARCH DWGS.

LANDSCAPE LIMIT OF
WORK AT BACK OF

EXISTING PATH, TYP.

PROPERTY LINE, TYP
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LAWN

3,500 SF

MEADOW MIX
460 SF

BIOFILTRATION PLANTING B
120 SF

BIOFILTRAION
MIX A

210 SF

FERN MIX
350 SF

   PLANT SCHEDULE

   TREES

SYMB. TYPE SPECIES SIZE

DROUGHT

TOLERANCE

FULL

BUILDOUT

QTY

PHASE 1

QTY

TREE TYPE

I

ARBUTUS 'MARINA' 36" BOX HIGH 29 29

TREE TYPE

II

PLATANUS X ACERIFOLIA 'COLUMBIA'

(TREE TO MATCH EXISTING STREET TREE)

36" BOX MODERATE 6 6

TREE TYPE

III

ALNUS RHOMBIFOLIA 48" BOX

LOW

(CA NATIVE)

11 11

TREE TYPE

IV

SEQUOIA SEMPERVIRENS

NOTE: ALL REDWOOD TREES TO BE

REMOVED IN SUBSEQUENT PHASE

36" BOX @ 10' O.C.

MODERATE

(CA NATIVE)

N/A 24

TREE TYPE

V

AESCULUS CALIFORNICA 24" BOX HIGH N/A 6

TREE TYPE

VI

NATIVE UNDERSTORY TREE

MULTI-STEM, TBD

24" BOX HIGH 8 10

HEDGE RHAMNUS ALATERNUS 15 GAL MODERATE 35 51

TOTAL NUMBER OF TREES 89 137

   PERENNIAL / SHRUB MIX

SYMB. TYPE SPECIES SIZE

DROUGHT

TOLERANCE

FULL

BUILDOUT

AREA

PHASE 1

AREA

MEADOW MIX

-FESTUCA MAIREI

-PENNISETUM SPATHIOLATUM

1 GAL @ 24" O.C.

HIGH 460 SF 590 SF

FERN MIX

-NEPHROLEPIS CORDIFOLIA

-WOODWARDIA FIMBRIATA

5 GAL @ 5' O.C.

MEDIUM 350 SF
5,420 SF

LAWN "RYE BLUE" SOD BY DELTA BLUEGRASS SOD LOW

3,500 SF

(25% OF

PLANTING

AREA)

3,915 SF

(14% OF

PLANTING

AREA)

NATIVE
MEADOW SOD

"NATIVE NO MOW" BY DELTA BLUEGRASS SOD HIGH 120 SF
6,330 SF

NATIVE MIX

-CERCIS CANADENSIS

-CEANOTHUS SPP.

-ARCTOSTAPHYLOS SPP.

-HETEROMELES ARBUTIFOLIA

-RIBES SANGUINEUM 'INVERNESS WHITE'

5 GAL
HIGH N/A

2,170 SF

BIOFILTRATION

PLANTING A

-RIBES VIBURNIFOLIUM

-WOODWARDIA FIMBRIATA

5 GAL @ 36" O.C.

HIGH
4,035 SF 3,975 SF

BIOFILTRATION

PLANTING B

-JUNCUS PATENS

-CORNUS SERICEA

-SALIX LASIOLEPIS

-1 GAL (J.P.)

-5 GAL (C.S. & S.L.)

HIGH TO

MEDIUM

3,110 SF 3,110 SF

VINE FOR

GREEN

SCREEN

PANDOREA JASMINOIDES 'ALBA'

5 GAL @ 10' O.C.

MEDIUM
2,435 SF 2,685 SF

TOTAL PLANTING AREA
14,010 SF 28,195 SF

20' 0 20' 40'

LEDDY MAYTUM STACY

ARCHITECTS

677 HARRISON STREET

SAN FRANCISCO,  CA  94107

T    415 495 1700

F    415 495 1717
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2325 Third Street #210
San Francisco CA 94107
415.503.0060
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NO.

1
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NOTE:
1. TURFGRASS AREA LIMITATION IS EXCLUDED FOR SCHOOL

RECREATION AREAS, PER SAN MATEO ZONING CODE 27.71.20
C(1).

2. 90% OF ALL PLANT MATERIAL, EXCEPT ALLOWABLE TURF GRASS
AND ANNUALS, WILL BE DROUGHT TOLERANT PER THE CITY
DEFINITION.

3. FOR MATERIALS, SEE MATERIALS PLAN. FOR LIGHTING, SEE
LIGHTING PLAN. FOR GRADING, SEE CIVIL DWGS.
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TOLERANCE

FULL
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I

ARBUTUS 'MARINA' 36" BOX HIGH 29 29

TREE TYPE

II
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TREE TYPE

III
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(CA NATIVE)

N/A 24

TREE TYPE

V

AESCULUS CALIFORNICA 24" BOX HIGH N/A 6

TREE TYPE

VI

NATIVE UNDERSTORY TREE

MULTI-STEM, TBD

24" BOX HIGH 8 10

HEDGE RHAMNUS ALATERNUS 15 GAL MODERATE 35 51

TOTAL NUMBER OF TREES 89 137

   PERENNIAL / SHRUB MIX

SYMB. TYPE SPECIES SIZE

DROUGHT

TOLERANCE

FULL

BUILDOUT

AREA

PHASE 1

AREA

MEADOW MIX

-FESTUCA MAIREI
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1 GAL @ 24" O.C.

HIGH 460 SF 590 SF

FERN MIX
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-WOODWARDIA FIMBRIATA

5 GAL @ 5' O.C.

MEDIUM 350 SF
5,420 SF
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3,500 SF
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AREA)

3,915 SF

(14% OF

PLANTING

AREA)

NATIVE
MEADOW SOD "NATIVE NO MOW" BY DELTA BLUEGRASS SOD HIGH 120 SF

6,330 SF

NATIVE MIX

-CERCIS CANADENSIS

-CEANOTHUS SPP.

-ARCTOSTAPHYLOS SPP.

-HETEROMELES ARBUTIFOLIA

-RIBES SANGUINEUM 'INVERNESS WHITE'

5 GAL
HIGH N/A

2,170 SF

BIOFILTRATION

PLANTING A

-RIBES VIBURNIFOLIUM

-WOODWARDIA FIMBRIATA

5 GAL @ 36" O.C.

HIGH
4,035 SF 3,975 SF

BIOFILTRATION

PLANTING B

-JUNCUS PATENS

-CORNUS SERICEA

-SALIX LASIOLEPIS

-1 GAL (J.P.)

-5 GAL (C.S. & S.L.)

HIGH TO

MEDIUM

3,110 SF 3,110 SF

VINE FOR

GREEN

SCREEN

PANDOREA JASMINOIDES 'ALBA'

5 GAL @ 10' O.C.

MEDIUM
2,435 SF 2,685 SF

TOTAL PLANTING AREA
14,010 SF 28,195 SF
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TREES

IMAGE

NTS

ARBUTUS 'MARINA'
QUERCUS AGRIFOLIA

PLATANUS X ACERIFOLIA 'COLUMBIA'

ALNUS RHOMBIFOLIA
SEQUOIA SEMPERVIRENS

AESCULUS CALIFORNICA

CERCIS CANADENSISFESTUCA MAIREI

PERENNIALS/SHRUBS

IMAGE

NTS

WOODWARDIA FIMBRIATA

PANDOREA JASMINOIDES 'ALBA'RIBES VIBURNIFOLIUM JUNCUS PATENS

RHAMNUS ALATERNUS

NOTE:
1. TURFGRASS AREA LIMITATION IS EXCLUDED FOR SCHOOL

RECREATION AREAS, PER SAN MATEO ZONING CODE 27.71.20
C(1).

2. 90% OF ALL PLANT MATERIAL, EXCEPT ALLOWABLE TURF GRASS
AND ANNUALS, WILL BE DROUGHT TOLERANT PER THE CITY
DEFINITION.

3. FOR MATERIALS, SEE MATERIALS PLAN. FOR LIGHTING, SEE
LIGHTING PLAN. FOR GRADING, SEE CIVIL DWGS.
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PA

PA

PA

PA

PA

PA

P
A

PA

TYP. OF (9)

P
A

P
A

PA

LIMIT OF
BLDG BELOW
GRADE, TYP

BLDG OVERHANG
ABOVE, TYP. SEE
ARCH DWGS.

PA

PA

PA

PA

PA

PA

PA

PA

PA

CLASS 1 MULTI-USE PATH

EXISTING
STREETSCAPE, TYP

CLASS 1 MULTI-USE PATH

PROPERTY LINE, TYP

LIMIT OF
BLDG BELOW
GRADE, TYP

BLDG OVERHANG
ABOVE, TYP. SEE
ARCH DWGS.

BLDG OVERHANG
ABOVE, TYP. SEE
ARCH DWGS.

LANDSCAPE LIMIT OF
WORK AT BACK OF
CLASS 1 PATH, TYP.

PROPERTY LINE, TYP
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PA

PA
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PA
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(E) ADA CURB CUT

ADA CURB CUT,
SEE CIVIL DWGS
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1.05

2.02

A1 LIGHT, TYP. SEE
LIGHTING PLAN.

A2 LIGHT, TYP.
SEE LIGHTING
PLAN.

4.02

4.02

4.02

EXISTING SIDEWALK AND STREETSCAPE, TYP.

EXISTING CHAIN LINK FENCE AT NORTH PROPERTY LINE TO BE
REMOVED WITH PERMISSION OF ADJACENT PROPERTY OWNER

5.08
2.04

4.03

WEST STAIR
ENCLOSURE,

SEE ARCH
DWGS

4.03

4.03

UTILITY VAULT, TYP.
SEE CIVIL DRAWINGS

2.02

TYP.

5.08

1.02

1.01

PROPOSED TREE, TYP.
SEE PLANTING PLAN

A3 LIGHT, TYP.
SEE LIGHTING PLAN

1.08

A32 LIGHT, TYP.
SEE LIGHTING
PLAN.

1.07

1.07

3.04 3.04

1.09
PROPOSED
TREE, TYP. 1.02

PA3.04

1.09 1.09

1.09

5.025.01

5.01

REMOVABLE STEEL
TRAFFIC BOLLARD, TYP.

2.01

A33 LIGHT, TYP.
SEE LIGHTING

PLAN

2.06

PA

PROPOSED TREE,
TYP. SEE PLANTING

PLAN

PA PA PA PA

1.01

1.01

3.05

A32 LIGHT, TYP.
SEE LIGHTING PLAN

1.01

4.04

PA

PA

PA
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1.03

5.05 TYP. OF (5)

5.04
TYP.

OF (5)

1.03

3.02

3.02

1.03

5.033.02

3.05

A3 LIGHT, TYP.
SEE LIGHTING PLAN
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3.03

ROLL OVER CURB LAYOUT, T.B.D.
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BIKE RACKS: 12 RACKS PROVIDE
24 TEMP. BIKE PARKING SPACES
FOR 450 PROJECTED STUDENTS
AT A 1:20 RATIO PER SECTION
27.64.262

ADA CURB CUT,
TYP. , SEE CIVIL

DWGS

1.06

2.02

  MATERIALS SCHEDULE

  1.00 PAVING

NO. SYMB. ITEM DESCRIPTION

PEDESTRIAN PAVING TYPE I

CIP, INTEGRALLY COLORED CONCRETE PAVING

W/ SAWCUT JOINTS AND SAND BLAST FINISH  (COLOR A)

PEDESTRIAN PAVING TYPE II

CIP, INTEGRALLY COLORED CONCRETE PAVING

 W/ SAWCUT JOINTS AND SAND BLAST FINISH  (COLOR B)

PEDESTRIAN PAVING TYPE III STABILIZED DECOMPOSED GRANITE

VEHICULAR PAVING TYPE I
VEHICULAR ASPHALT PAVING, SEE CIVIL DWGS

VEHICULAR PAVING TYPE II

HIGHLY TEXTURED, HIGH CONTRAST COLOR, TRAFFIC CALMING PAVING,

MATERIAL T.B.D.

DETECTABLE WARNING PAVERS

12”X12”X2” TRUNCATED DOME PAVER, COLOR: CHARCOAL,

BY STEPSTONE, INC.

CONCRETE CURB AT DROPOFF PLAZA

CIP, INTEGRALLY COLORED CONCRETE CURB

W/ SAND BLAST FINISH  (COLOR B), SEE CIVIL DWGS

SLOT DRAIN ACO MINIKLASSIK DRAIN WITH K50 PERFORATED STAINLESS STEEL GRATE

SPLASH PAD

4"X4"X4" GRANITE SETTS SPACED 5" O.C. ARRANGED IN 11X11 SKEWED

GRID, INFILL WITH 

1

2

" CRUSHED BLACK BASALT

  2.00 FENCES

ARCHITECTURAL FENCE

10' CUSTOM GALVANIZED STEEL FINS WITH CROSS-WIRES, WITH CUSTOM

GATE TBD

PERIMETER FENCE
6' TALL OMEGA II ELITE FENCE, SEE DETAILS

GREEN SCREEN
6' TALL OMEGA II ECO FENCE, SEE DETIALS

SOUTH DELAWARE STREET ENTRY

GATE

METAL VEHICULAR GATE  WITH AUTOMATED OPERATION AND MANUALLY

OPERATED PEDESTRIAN GATE, SEE DETAILS

28TH STREET VEHICULAR GATE
METAL VEHICULAR GATE WITH AUTOMATED OPERATION, SEE DETAILS

PEDESTRIAN EMERGENCY EXIT

EMERGENCY EXIT GATE WITH PANIC BAR LOCK RELEASE ON  INTERIOR

SIDE OF FENCE, SEE DETAILS

  3.00  METALS

HANDRAIL STEEL TUBING W/ STEEL FLAT BAR SUPPORTS

CORTEN RETAINING WALL

CONCRETE RETAINING WALL ON STRUCTURAL SLAB BELOW WITH 

1

2

"

CORTEN STEEL PLAT ON EXPOSED FACES

DISPLAY KIOSK AND SEATING

GALVANIZED STEEL STRUCTURE W/ ADJUSTABLE MOUNTING HARDWARE

FOR INTERNALLY LIT DISPLAY CASES AND INTEGRATED SEATING

WATER RUNNEL STEEL PERFORATED GRATE OVER STEEL TRAY

LANDSCAPE EDGE

1

4

" POWDER COATED GALVANIZED STEEL,

PAINTED BLACK, DURAEDGE OR SIMILAR

  4.00 WALLS

CONCRETE SEATWALL INTEGRALLY COLORED CONCRETE

LOW CONCRETE RETAINING WALL SEE CIVIL DRAWINGS

TALL CONCRETE RETAINING WALL SEE CIVIL DRAWINGS

CONCRETE PLANTER WALL
INTEGRALLY COLORED CONCRETE, 3' TALL MAX

  5.00 SITE FURNISHINGS

CUSTOM WOOD BENCH

STRAIGHT 18" RECLAIMED REDWOOD OR CEDAR SLAB W/ GALVANIZED

STEEL SUPPORTS

CUSTOM WOOD BENCH W/

LINEAR LED LIGHT

STRAIGHT 18" RECLAIMED REDWOOD OR CEDAR SLAB W/ GALVANIZED

STEEL SUPPORTS AND RECESSED LINEAR LED LIGHT (A4 LIGHT)

CUSTOM CURVED WOOD BENCH W/

LINEAR LED LIGHT

CURVED 18" RECLAIMED REDWOOD OR CEDAR SLAB W/ GALVANIZED

STEEL SUPPORTS AND RECESSED LINEAR LED LIGHT (A4 LIGHT)

BOULDERS

CUSTOM SELECTED BOULDERS FROM AMERICAN SOIL AND STONE,

SIZES VARY - 3'X2'X2'H MIN TO 5'X4'X3'H MAX

MOVABLE SEATS

LOLL DESIGNS FLAT ADIRONDACK CHAIR,

COLOR TBD

STREET FURNITURE
EXTASI BY ESCOFET, COLOR TBD

BIKE RACKS SPACED AT 60" O.C.

SEE PLAN FOR LOCATION AND QTY.

HOOP RACK HEAVY DUTY BIKE RACK, IN GROUND MOUNT,

BLACK POWDER COAT FINISH, BY DERO BIKE RACK, INC. 415 425 7562

GATE INTERCOM

DUAL INTERCOM FOR MANUAL PEDESTRIAN GATE ACCESS AND

AUTOMATED VEHICULAR GATE ACCESS, DETAILS TBD

 6.00 MISCELLANEOUS

AD AREA DRAIN SEE CIVIL DWGS

CB CATCH BASIN SEE CIVIL DWGS

  7.00 PLANTING

PA PLANTING AREA SEE PLANTING PLAN
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5.01

5.02

2.06

1.08

1.09
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4.02

4.03
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3.04

3.05

1.05
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ADA RAMP,
SEE CIVIL DWGS

EXISTING MULTI-USE PATH
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SITE LIGHTING NOTES

1. SITE LIGHTING WILL PROVIDE ADEQUATE ILLUMINATION FOR CIRCULATION,
SECURITY, AND EXITING, WITH MINIMUM LIGHT TRESPASS AND SKY GLOW.  ALL
LIGHT FIXTURES WILL BE FULL-CUTOFF TYPE WITH NO OUTPUT ABOVE HORIZONTAL,
EXCEPT A FEW SMALL LED UPLIGHTS FOR TREES IN THE MAIN ENTRY PLAZA.

2. THE LIGHTING WILL MEET THE REQUIREMENTS OF THE CITY OF SAN MATEO
SECURITY CODE, SECTION 23.54.060 - EXTERIOR SECURITY LIGHTING.  IN ADDITION
TO THE SITE LIGHTING SHOWN, THERE WILL BE A LIGHT AT EVERY EXTERIOR DOOR.

3. SITE LIGHTING LEVELS WILL BE DETERMINED USING ILLUMINATING ENGINEERING
SOCIETY RECOMMENDED PRACTICES.

4. THE LIGHTING WILL PRODUCE CODE-COMPLIANT EXIT PATH ILLUMINATION UNDER
NORMAL AND EMERGENCY CONDITIONS.

5. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL BUILDING MOUNTED LIGHTS.

SITE LIGHTING SCHEDULE
SEE LIGHTING SCHEDULE IN ELECTRICAL DWGS

SYMBOL IMAGE DESCRIPTION LIGHT SOURCE

FULL-CUTOFF
DRIVEWAY LIGHT ON
12-FT. POLE

CERAMIC METAL
HALIDE, 70 W

PLAZA POLE LIGHT,
BAY MEADOWS
STANDARD,
"KASTRUP" BY LOUIS
POULSEN TO MATCH
EXISTING FIXTURES

CERAMIC METAL
HALIDE, 150 W

UNDER-BENCH
LIGHT, CONTINUOUS

LED

STEP LIGHT WITH NO
OUTPUT ABOVE
HORIZONTAL

LED

A1

KEY

A2

A3

A4

A32

A33

FEATURE POLE
LIGHT, WITH CUTOFF

METAL HALIDE

BOLLARD LIGHT
32.5" HEIGHT FOR
PATH LIGHTING,
WITH CUTOFF

METAL HALIDE
15' O.C.
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677 HARRISON STREET
SAN FRANCISCO,  CA  94107
T    415 495 1700
F    415 495 1717
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2325 Third Street #210
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SITE LIGHTING NOTES

1. SITE LIGHTING WILL PROVIDE ADEQUATE ILLUMINATION FOR CIRCULATION,
SECURITY, AND EXITING, WITH MINIMUM LIGHT TRESPASS AND SKY GLOW.  ALL
LIGHT FIXTURES WILL BE FULL-CUTOFF TYPE WITH NO OUTPUT ABOVE HORIZONTAL,
EXCEPT A FEW SMALL LED UPLIGHTS FOR TREES IN THE MAIN ENTRY PLAZA.

2. THE LIGHTING WILL MEET THE REQUIREMENTS OF THE CITY OF SAN MATEO
SECURITY CODE, SECTION 23.54.060 - EXTERIOR SECURITY LIGHTING.  IN ADDITION
TO THE SITE LIGHTING SHOWN, THERE WILL BE A LIGHT AT EVERY EXTERIOR DOOR.

3. SITE LIGHTING LEVELS WILL BE DETERMINED USING ILLUMINATING ENGINEERING
SOCIETY RECOMMENDED PRACTICES.

4. THE LIGHTING WILL PRODUCE CODE-COMPLIANT EXIT PATH ILLUMINATION UNDER
NORMAL AND EMERGENCY CONDITIONS.

5. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL BUILDING MOUNTED LIGHTS.
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FULL-CUTOFF
DRIVEWAY LIGHT ON
12-FT. POLE

CERAMIC METAL
HALIDE, 70 W

PLAZA POLE LIGHT,
BAY MEADOWS
STANDARD,
"KASTRUP" BY LOUIS
POULSEN TO MATCH
EXISTING FIXTURES

CERAMIC METAL
HALIDE, 150 W

UNDER-BENCH
LIGHT, CONTINUOUS

LED

STEP LIGHT WITH NO
OUTPUT ABOVE
HORIZONTAL

LED
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A33

FEATURE POLE
LIGHT, WITH CUTOFF

METAL HALIDE
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32.5" HEIGHT FOR
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15' O.C.
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SITE LIGHTING NOTES

1. SITE LIGHTING WILL PROVIDE ADEQUATE ILLUMINATION FOR CIRCULATION,
SECURITY, AND EXITING, WITH MINIMUM LIGHT TRESPASS AND SKY GLOW.  ALL
LIGHT FIXTURES WILL BE FULL-CUTOFF TYPE WITH NO OUTPUT ABOVE HORIZONTAL,
EXCEPT A FEW SMALL LED UPLIGHTS FOR TREES IN THE MAIN ENTRY PLAZA.

2. THE LIGHTING WILL MEET THE REQUIREMENTS OF THE CITY OF SAN MATEO
SECURITY CODE, SECTION 23.54.060 - EXTERIOR SECURITY LIGHTING.  IN ADDITION
TO THE SITE LIGHTING SHOWN, THERE WILL BE A LIGHT AT EVERY EXTERIOR DOOR.

3. SITE LIGHTING LEVELS WILL BE DETERMINED USING ILLUMINATING ENGINEERING
SOCIETY RECOMMENDED PRACTICES.

4. THE LIGHTING WILL PRODUCE CODE-COMPLIANT EXIT PATH ILLUMINATION UNDER
NORMAL AND EMERGENCY CONDITIONS.

5. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL BUILDING MOUNTED LIGHTS.
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HALIDE, 70 W

PLAZA POLE LIGHT,
BAY MEADOWS
STANDARD
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NATIVE

MEADOW SOD

6,210 SF

LAWN

3,915 SF

FERN MIX
4,000 SF

NATIVE MIX
2,170 SF

VINE FOR GREEN SCREEN
250 SF

VINE FOR GREEN SCREEN
590 SF

VINE FOR GREEN SCREEN
1,845 SF

BIOFILTRATION
PLANTING A
165 SF

BIOFILTRATION
PLANTING A
320 SF

BIOFILTRATION
PLANTING B

2,990 SF

BIOFILTRATION PLANTING A, TYP
2,490 SF TOTAL

NATIVE MEADOW SOD, TYP
20 SF AT EACH TREE WELL

BIOFILTRATION
PLANTING A
750 SF

BLDG OVERHANG
ABOVE, TYP. SEE

ARCH DWGS.

BIOFILTRATION PLANTING A, TYP
100 SF

LIMIT OF
BLDG BELOW
GRADE, TYP

BLDG OVERHANG
ABOVE, TYP. SEE
ARCH DWGS.

EXISTING MULTI-USE PATH

EXISTING
STREETSCAPE, TYP

EXISTING MULTI-USE PATH

PROPERTY LINE, TYP

LIMIT OF
BLDG BELOW
GRADE, TYP

BLDG OVERHANG
ABOVE, TYP. SEE
ARCH DWGS.

BLDG OVERHANG
ABOVE, TYP. SEE
ARCH DWGS.

LANDSCAPE LIMIT OF
WORK AT BACK OF

EXISTING PATH, TYP.

PROPERTY LINE, TYP
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BIOFILTRATION
PLANTING A
150 SF

MEADOW MIX
130 SF

FERN MIX
1,420 SF

MEADOW MIX
460 SF

BIOFILTRATION PLANTING B
120 SF

   PLANT SCHEDULE

   TREES

SYMB. TYPE SPECIES SIZE

DROUGHT

TOLERANCE

FULL

BUILDOUT

QTY

PHASE 1

QTY

TREE TYPE

I

ARBUTUS 'MARINA' 36" BOX HIGH 29 29

TREE TYPE

II

PLATANUS X ACERIFOLIA 'COLUMBIA'

(TREE TO MATCH EXISTING STREET TREE)

36" BOX MODERATE 6 6

TREE TYPE

III

ALNUS RHOMBIFOLIA 48" BOX

LOW

(CA NATIVE)

11 11

TREE TYPE

IV

SEQUOIA SEMPERVIRENS

NOTE: ALL REDWOOD TREES TO BE

REMOVED IN SUBSEQUENT PHASE

36" BOX @ 10' O.C.

MODERATE

(CA NATIVE)

N/A 24

TREE TYPE

V

AESCULUS CALIFORNICA 24" BOX HIGH N/A 6

TREE TYPE

VI

NATIVE UNDERSTORY TREE

MULTI-STEM, TBD

24" BOX HIGH 8 10

HEDGE RHAMNUS ALATERNUS 15 GAL MODERATE 35 51

TOTAL NUMBER OF TREES 89 137

   PERENNIAL / SHRUB MIX

SYMB. TYPE SPECIES SIZE

DROUGHT

TOLERANCE

FULL

BUILDOUT

AREA

PHASE 1

AREA

MEADOW MIX

-FESTUCA MAIREI

-PENNISETUM SPATHIOLATUM

1 GAL @ 24" O.C.

HIGH 460 SF 590 SF

FERN MIX

-NEPHROLEPIS CORDIFOLIA

-WOODWARDIA FIMBRIATA

5 GAL @ 5' O.C.

MEDIUM 350 SF
5,420 SF

LAWN "RYE BLUE" SOD BY DELTA BLUEGRASS SOD LOW

3,500 SF

(25% OF

PLANTING

AREA)

3,915 SF

(14% OF

PLANTING

AREA)

NATIVE
MEADOW SOD

"NATIVE NO MOW" BY DELTA BLUEGRASS SOD HIGH 120 SF
6,330 SF

NATIVE MIX

-CERCIS CANADENSIS

-CEANOTHUS SPP.

-ARCTOSTAPHYLOS SPP.

-HETEROMELES ARBUTIFOLIA

-RIBES SANGUINEUM 'INVERNESS WHITE'

5 GAL
HIGH N/A

2,170 SF

BIOFILTRATION

PLANTING A

-RIBES VIBURNIFOLIUM

-WOODWARDIA FIMBRIATA

5 GAL @ 36" O.C.

HIGH
4,035 SF 3,975 SF

BIOFILTRATION

PLANTING B

-JUNCUS PATENS

-CORNUS SERICEA

-SALIX LASIOLEPIS

-1 GAL (J.P.)

-5 GAL (C.S. & S.L.)

HIGH TO

MEDIUM

3,110 SF 3,110 SF

VINE FOR

GREEN

SCREEN

PANDOREA JASMINOIDES 'ALBA'

5 GAL @ 10' O.C.

MEDIUM
2,435 SF 2,685 SF

TOTAL PLANTING AREA
14,010 SF 28,195 SF
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NOTE:
1. TURFGRASS AREA LIMITATION IS EXCLUDED FOR SCHOOL

RECREATION AREAS, PER SAN MATEO ZONING CODE 27.71.20
C(1).

2. 90% OF ALL PLANT MATERIAL, EXCEPT ALLOWABLE TURF GRASS
AND ANNUALS, WILL BE DROUGHT TOLERANT PER THE CITY
DEFINITION.

3. FOR MATERIALS, SEE MATERIALS PLAN. FOR LIGHTING, SEE
LIGHTING PLAN. FOR GRADING, SEE CIVIL DWGS.
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